


FLEXIBLE MEMBRANE LINERS 
FROM WITT LINING SYSTEMS
A Witt � ex ible liner protects your tanks and containment areas 

while remaining independent of the container’s surface. Because 

a Witt Liner is not bonded, it is not stressed due to the difference 

in the coef� cient between the liner and the substrate. That means 

that if your tank fails or your concrete cracks, your liner remains 

intact containing y our chemicals and protecting your areas. 

With a Witt � exible liner, you will save on both down time and installation cost. 

Because Witt Liners are simply dropped in and mechanically fastened into place, 

your area simply needs to be clean, dry, and free of sharp protrusions. Sand blasting, 

sanding, priming, and other preparations are not needed — saving you both down 

time and preparation cost. Because Witt liners are not bonded to the area’s surface, 

there is no cure time, so as soon as the liner is fastened into place, you are ready to 

get back to business. Liners are easy to install and this can usually be done by your 

own maintenance personnel. For large projects, Witt has a network of installers 

who offer expert service and fast turnaround time. 

All Witt Liners are custom fabricated for your tank or area. Many customers pre-

order liners to stock for immediate installation during scheduled maintenance 

down-times. By the way, We Can Line Anything — including areas that are not 

suitable for bonded or applied coatings due to certain conditions or time constraints.

Because we stock an extensive inventory of materials, we can provide rapid shipping 

in emergencies.
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ABOUT WITT LINING SYSTEMS.

Founded in 1972 by F. C. Witt, the company remains family-owned and 

managed in Claremore, Oklahoma, a Tulsa suburb. With an emphasis 

on customized and personal service, Witt has a well-established 

history working with Fortune 500 companies, municipalities, military, 

and the automotive and aerospace industries. Witt Lining Systems 

sells and ships worldwide.


