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W Installation Recommendations
RibLok concrete embed strip is designed to provide the best surface for termina-
5 A tion and attachment of flexible PVC linings in new concrete. The attractive, bright
Wltt hnlng SyStemS safety yellow color provides a visual warning of the material transition for foot

M e 2y Qé; 9. traffic and equipment operators.

RibLok provides a liquid tight termination for linings subject to overtopping or
wash down conditions. It eliminates trip or catch points created by alternate
fastening/termination methods, such as protruding concrete anchors and com-
pression strips. In addition, wth RibLok, sealants and caulk are not required to
prevent liquids from getting behind the liner from the termination zone.

RibLok is furnished in 8 foot long strips. Prefabricated inside corners, outside cor-
ners, top corners, and tees are available. A hot air tool for joining strips is also
available.

Achieving good results with RibLok requires attention to detail during installation
to prevent voids and gaps in the concrete behind or beneath the embed strip.
Below is a list of recommendations for best success with the RibLok product.
These recommendations are not intended to suggest structural loads or bearing
strength for your project ,but are procedures others have used with success in
the past. These suggestions do not guarantee success or compensate for inex-
perience with concrete pouring. A qualified concrete contractor is required to
achieve optimum results. Please contact an engineer and a qualified concrete
contractor to discuss the concrete structural loading requirements for your
project. (Witt Lining Systems makes no warranty, written or implied, regarding
the structural effects of using RibLok embed strip in concrete. No warranty is
extended to the attachment of RibLok in concrete as these issues are the re-
sponsibility of others.)

General

9 Pea gravel concrete mix.

f Concrete slump no less than 5”
without plasticizer.

{ Plasticizer recommended.

9 Use vibratory tool to fill voids around
and under legs of RibLok.

9 Minimum distance to concrete edge

1.5” (check with Engineer/concrete contractor
to confirm.)

Fit/Installation

I Material can be cut with hand saw or
power miter saw.

{ Use chalk line or transit to be sure
product is installed straight and flat.
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https://www.facebook.com/wittliningsystems
https://www.youtube.com/channel/UCMT6CV2NczjKs069TJQI5vg
https://plus.google.com/+Wittliners
https://www.linkedin.com/company-beta/3302633/

